General information

Cavity

Type series: Cavity C0430

Dimensions and sectional view

BUCHER
hydraulics

@.625 min.
[15,88]
?.490" %%,
[1245“),05} ©|0.001
’ -0,07
.010 min. 7/16"-20
[0,25] ]r\;B > UNF-2B E‘
tg;)O \V.V4 ) i8]° : _L[0.001
(.385) 4|
@.218 max. .
B N 3) A o7g  1210.002 120 =
46 oF o
525 y ) (11,61 g®
[13,34] o P
650 “Gsb ‘
634max. 1/ —1 000
[16,1] 165192 ]
@.218max.\ @.344+ 001 O0.002 Bj/
[5,54] @ \ [8,74+0,02] : 5
1.075 \Jﬁ o o E78
[27,31] /_][ 1.200 00 Q&%’g
1184max. 1/ [30,48 *96?50} U5
[30,07] o
1.500 min. §_{ ‘ [7.95x002] 12 0-002
[38,1]
‘ LR.050
[1,27]
@ @.218 max.
[5.54]

Example dimension unit:

.010 =.010"

inch

[0,79] =0,79 mm  millimeter

Dimension Tolerances

Surface roughness

Unless otherwise specified

v v

Ra

45 yin 125 pin

(1.15um) (3.2um)

0.000 +.005"
0.00 +.010"
Angles +1/2°

v

Unless otherwise specified
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Installation information

ATTENTION! NOTE!
You must maintain the specified positio- Weofferformtoolsetsforsaleorhire.Forfurther
nal and diametral tolerances. To ensure information, see data sheet 520-P-000050.

trouble-free operation of the screw-in car-
tridges, we strongly recommend that pilot
drilling, boring, reaming and cavity thread-cut-
ting are always performed in one setup.
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